Material Data Sheet @
SCAT PEEK SafetyCaps Greenline :
WE MAKE YOUR LAB
A SAFER PLACE!

Product Group SCAT PEEK SafetyCaps for HPLC solvent supply, GreenLine

Intended use / basic function  Blocking solvent vapours during solvent supply to HPLC / UHPLC
instruments, prevention of contamination and underpressure.

Cap / bottle size(s) GL 45

Max. flow rate (air valve) = 400 ml/ min (suitable for preparative applications)

Pore size (air valve) 0,6 um

Tubing connector type One-piece fitting with integrated ferrule

Tubing connector sizes 1.6/2.3/3.2/4.76/6.35 mm OD tubing (depending on model)

Number of tubing connectors 1/2/3/4/6 (depending on model)
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Color Nature
Density 1.300 g/cm? ASTM D 792
Water absorption 0.1-0.5 % ASTM D 570
Flammability V-0 UL 94
Continuous service temperature Up to 260 °C -
Weather and chemical resistance Very good -
High radiation resistance Yes -
Resistant to hydrolysis
B Screw Cap: Polyphenylensulfide (PPS) Test method
Continuous service temperature Up to 220 °C
Density 1.650 kg/m? ISO 1183
Flammability, 0.75 mm V-0 UL 94
Yellow card available Yes -
Water absorption <0.1% ISO 62
Valve Housing: Polypropylene (PP)
Continuous service temperature Up to 100 °C
Temporary service temperature 140 °C
Density 905 kg/m? ASTM D 792
Isotacticity Medium -
Anti block agent No -
Slip agent No -
Page @ g
&
3
<
Address Contact Legal Information E
SCAT Europe GmbH Phone: +49-(0)6105/305586-0 Registered Office: 64546 Morfelden-Walldorf 2
Waldecker Stralle 7 Fax: +49-(0) 6105 /30 55 86 - 99 District Court: Darmstadt ]
64546 Morfelden-Walldorf E-Mail:  info@scat-europe.com Comm. Register: ~ HRB 55045 g
Germany Web:  www.scat-europe.com Managing Director: Peter Rebehn g
VAT-ID-No.: DE 227617033 +*



SCAT PEEK SafetyCaps GreenLine

B Valve Membrane: Glass Fiber Filter

Material characteristics

Colour

Pore size

Temperature resistance

Chemical resistance

Colour

Hardness (Shore A)
Max. flow rate
Sterilisation resistance
Cv

Max. back pressure
Opening pressure

Conformity

- Free of PFAS
- Free of heavy metals
- Free of animal substances

white

0,6 um

Almost universal

B Valve Flap: Silicone VMQ

white

50

400 ml/ min

ETO, Gamma, Steam

0.08
300 kPa
0.5 kPa

ISO 109993, USP class VI, BGW

ﬂ Tube Fitting: High Density Polyethylene

Melting point 305°C
Density 960 kg/m?
Chemical resistance Very good
Continuous service temperature 80°C
Water absorption <0.1%

Address

SCAT Europe GmbH
Waldecker StraBe 7

64546 Morfelden-Walldorf
Germany

Contact

Phone: +49-(0) 6105/305586-0
Fax: +49-(0) 6105 /30 55 86 - 99
E-Mail: info@scat-europe.com
Web:  www.scat-europe.com

up to 200 °C

ISO 1872

ISO 62
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